DINEX

DINING EXCELLENCE

JOB ITEM #

MOBILE PLATE DISPENSERS - ENCLOSED

Application

These self-leveling mobile style plate
dispensers are offered two, three or
four silo, enclosed heated or unheated.
These self-leveling mobile style plate
dispensers can be found on tray lines,
front or back-of-the-house, or any place
your needs require.

Construction

Mobile cabinets are constructed of all
welded stainless steel construction with
#3 polished finish. Cabinet has 18-gauge
top and 20 gauge side panels. Cabinet
is mounted on four 5” extra-load swivel
casters (two with brakes). Cabinet
bottom has center clean out hole and
includes perimeter bumper..

Item Numbers

Heating System

The heating system is thermostatically
controlled, in a tamper protective
location. Thermostat is field

adjustable with a temperature range
between 100 to 189 degrees. On/off
switch and power indicator light are
mounted on top flange of dispenser.
Unit is 120 volt, 60 Hz and features a 8’
long cord set and 5-15P NEMA plug.

Warranty
One year parts and labor.

Dispenser

Self-leveling dispensers are constructed
of stainless steel and travel vertically

in dispenser tube with nylon guides for
smooth operation. Dispenser features
flange mounted perimeter extension
springs, which are detachable to
provide adjustment without tools.

U DXIDP Plate Dispensers
U DXIDPH Plate Heaters
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MOBILE PLATE DISPENSERS - ENCLOSED
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Items and Dimensions - Two Silo *Depth" - Length ~length

ITEMNO. |MODELNO.| SHIP ITEMNO. | MODELNO. | SHIP 120v-1PH L 5 H x_ﬁ?r(iz SHIP
UNHEATED | UNHEATED | WT. HEATED HEATED W [\warTs | AMPS Size | CUBE
DXIDP2E0650 | IDP2E/0650 (388?5'ﬁ-g) DXIDPH2E0650 | IDPH2E/0650 (13?7:%-) 600 | 5.0 (8?%;“) (14%521’; (%%Zg) 65" | 135
DXIDP2E0725 | IDP2E/0725 (3897_‘{%) DXIDPH2E0725 | IDPH2E/0725 (lg%[f’g-) 90 | 75 (8?(2:’;11) (14%5’% (%%Zg) 725" | 135
DXIDP2E0812 | IDP2E/0812 (492‘%?@) DXIDPH2E0812 | IDPH2E/0812 (;:1,’_70{%) 600 | 5.0 (8:1’%’;]”) (1487-?% é%gg) 8.125" | 135
DXIDP2E0912 | IDP2E/0912 (;2.10{%) DXIDPH2E0912 | IDPH2E/0912 (;23%) 900 | 75 (8?33:“) (14%321’; (%%Zri) 9.125" | 135
DXIDP2E1012 | IDP2E/1012 &?&'Eé DXIDPH2E1012 | IDPH2E/1012 (;293[%) 900 | 75 (8?(2::11) (1487-321’; %%Z%) 10.125" | 135
DXIDP2E1200 | IDP2E/1200 (};_55:%) DXIDPH2E1200 | IDPH2E/1200 (ggf”z[%) 900 | 75 (Sgé?;) (25%;?1) (3963;?]) 12.25" | 135
Items and Dimensions - Three Silo

ITEMNO. |MODELNO.| SHIP ITEMNO. | MODELNO. | SHIP 120v-1PH L 5 H xx'(is SHIP
UNHEATED | UNHEATED | WT. HEATED HEATED WL [\warrs | amps Size | CUBE
DXIDP3E0650 | IDP3E/0650 (;8?8[%) DXIDPH3E0650 | IDPH3E/0650 (23?%:%-) 900 | 75 (ﬁ%g‘;) (1487'3% (%%Zg) 6.50" | 197
DXIDP3E0725 | IDP3E/0725 (;5?8[%) DXIDPH3EO725 | IDPH3E/0725 ((133195:?9}) 90 | 75 (ﬁ%g’;) (1487-521’; %%Zg) 725" | 197
DXIDP3E0812 | IDP3E/0812 (;2?7[%) DXIDPH3E0812 | IDPH3E/0812 (232_29[?@ 90 | 75 (ﬁ%g’;’n) (14%521’; (%%Z%) 8.125" | 19.7
DXIDP3E0912 | IDP3E/0912 (;2?4[%) DXIDPH3E0912 | IDPH3E/0912 (1202&1%) 1350 | 11.3 (ﬁ%g;]) (1487-3% %%Zr?]) 9.125" | 19.7
DXIDP3E1012 | IDP3E/1012 é%%'fé DXIDPH3E1012 | IDPH3E/1012 (120225.213-9) 1350 | 11.3 (ﬁ%g;) (1487'3% (39%;?]) 10.125" | 19.7
DXIDP3E1200 | IDP3E/1200 (?3?.40:%) DXIDPH3E1200 | IDPH3E/1200 (120237_0'%) 1350 | 11.3 (f’gfcf;;) (25%;?]) (%63;?]) 12.00" | 227
Items and Dimensions - Four Silo

ITEMNO. | MODELNO.| SHIP ITEMNO. | MODELNO. | SsHIP 120v-1PH L 5 H ;V'L‘:.)I.(I'E SHIP
UNHEATED | UNHEATED | WT. HEATED HEATED WT. [warts | AMPS Si7e | CUBE
DXIDP4E0650 | IDP4E/0650 (;;?1[%) DXIDPH4E0650 | IDPH4E/0650 ((132_29[%) 1200 | 10 (8?%:]1) (8?%:]1) (%%Zg) 657 | 244
DXIDP4E0725 | IDP4E/0725 (;;%ngi) DXIDPH4EQ725 | IDPH4E/0725 (ég_%:%) 1200 | 10 (8?%:11) (Sﬁi’;n) %%;?1) 7.25" | 24.4
DXIDP4E0812 | IDP4E/0812 (233_85:(%) DXIDPH4E0812 | IDPH4E/0812 (;?_06:%) 1200 | 10 (8?33’;“) (8?33’;“) %%Zg) 8.125" | 24.4
DXIDP4E0912 | IDP4E/0912 (38.32[%) DXIDPH4E0912 | IDPH4E/0912 (121427.1'%) 1800 | 15 (8??::11) (8??::11) %%an) 9.125" | 24.4
DXIDP4E1012 | IDP4E/1012 (%%%IEQ DXIDPH4E1012 | IDPH4E/1012 (12153%%) 1800 | 15 (Bﬁ’%;n) (8?%:11) (%%an) 10.125" | 24.4
DXIDP4E1200 | IDP4E/1200 (32_72:%) DXIDPH4E1200 | IDPH4E/1200 (121543f2!ﬁé) 1800 | 15 (gSi?n) (ggf;;) é%gg) 12.00" | 20.7

Please confirm that you have the most current specification sheet by visiting www.dinex.com.

Dinex® reserves the right to change specifications and product design without notice.

Such revisions do not entitle the buyer to corresponding changes, improvements,

additions or replacements for previously purchased equipment.
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